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K-Flo 47 Series Butterfly Valve, AWWA C504, Cl. 150B and 250B, Sizes 24”-168”

Self Lubricating Sleeve Bearings
Self-lubricating sleeve bearings allow valve placement 
with the shaft horizontal or vertical. The bearing coat-
ing's extremely low coefficient of friction reduces operat-
ing torque requirements, eliminating galvanic corrosion. 

The K-Flo 47 Series butterfly valve is a large diameter valve line designed for a wide variety of liquid and gas-
eous applications. With over 60 years of service in the field, the K-Flo 47 Series design is fully compliant with 

AWWA C-504 requirements. Flanged connections are available in sizes 24" through 168", while mechanical joint 
connections are available in sizes 24" through 48."

Continuous 360 Degree Seating
Designed for reliable, long-term service, the fully adjust-
able, mechanically retained seat provides continuous 
360 degree seating, and is replaceable in-line without 
the need for special tools.

A Rugged AWWA C-504 Body
Available in Cast or Ductile iron, the AWWA C-504 valve 
body features either flanged or mechanical joint end 
configurations.
Dome-Shaped Disc Minimizes Pressure Drop
Its smooth profile minimizes pressure drop across the 
valve, and ensures stable hydraulic flow. Standard with a 
two-part NSF 61-approved epoxy coating, the disc is also 
available with a fusion bond epoxy coating.

Stainless Steel Disc Edge
The Stainless Steel disc edge is shaped to reduce seat-
ing torque, and provide reliable service.

Factory-Set Two-Way Thrust Bearing
Permanently lubricated for smooth operation and to pre-
vent leaking, the bearing accurately centers the disc. 

Fully Adjustable Shaft Seal
With Teflon impregnated packing backed by a brass 
gland, the shaft seal is fully adjustable with an actuator 
in place, virtually eliminating shaft leakage. For buried 
service applications, a special enclosure allows access. 

Two Corrosion Resistant Stub Shafts
Available in Stainless Steel or Monel, the shafts are sized 
for operating conditions in full compliance with AWWA 
C-504. Stainless steel pins are installed throughout the
shaft for a strong, secure connection.

ANSI B16.1 Drilled Flanges Are Standard
Flange drilling for other appropriate international 
standards is also available.

47 Series Valves 
are certified to 
all NSF 61 
and NSF 372
standards


