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PRODUCT LINE
Worm Gear for K-Flo 47 Series Butterfly Valves
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SHEET
Worm Gear Specifications

DOC. NO.
D-BF-47-WG-SPEC-r1

Standard Worm Gear for K-Flo 47 Series Butterfly Valves

MODEL SIZE
(IN") RATIO TURNS MECHANICAL

ADVANTAGE
MAXIMUM 
OUTPUT 
(FT-LBS)

H/W
DIAMETER
(INCHES)

RIM 
PULL
(LBS)

NUT 
TORQUE
(FT-LB)

BFG-30 30 228 72 8895 23.62 53 52
BFG-30 36 228 57 72 8895 35.43 56 83
BFG-42 42 256 120 14750 35.43 57 84
BFG-42 48 256 64 233 25075 35.43 43 64
BFG-54 54 768 64 233 25075 35.43 54 80
BFG-54 60 768 192 233 25075 35.43 75 110
BFG-54 66 768 192 342 46835 35.43 67 99
BFG-72 72 1044 261 391 55740 35.43 77 113

GEARBOX SPECIFICATIONS FOR CLASS 150B

MODEL SIZE
(IN.") RATIO TURNS MECHANICAL

ADVANTAGE
MAXIMUM 
OUTPUT 
(FT-LBS)

H/W
DIAMETER
(INCHES)

RIM 
PULL
(LBS)

NUT 
TORQUE
(FT-LB)

BFG-24 24 152 38 48 8895 23.62 50 49
BFG-30 30 228 57 72 8895 23.62 74 73
BFG-42 36 256 64 80 14750 35.43 70 103
BFG-42 42 768 192 233 25075 35.43 43 63
BFG-54 48 768 192 233 25075 35.43 63 92
BFG-54 54 768 192 233 25075 35.43 74 109

GEARBOX SPECIFICATIONS FOR CLASS 250B




