Materials List: K-Flo 47 Series Butterfly Valve, AWWA C504, Sizes 24”-96” Flanged

473: AWWA CL 150B, CL 125/150 Flg, Cast Body
473+: AWWA CL 150B, CL 150 Flg, Ductile Body

473HP: AWWA CL 2508, CL 150 Flg, Ductile Body
475: AWWA CL 250B, CL 250 Flg, Ductile Body, 24"-48"
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DETAIL A

SERIES 47 PARTS LIST

1 BODY 473 Cast Iron (ASTM A126 CI. B)

all others |Ductile Iron (ASTM A536 Gr. 65-45-12)
2 |DISC all Ductile Iron (ASTM A536 Gr. 65-45-12)
3 |DISC EDGE all 316 Stainless Steel (ASTM A240 Type 316)

473, 473+ |304 Stainless Steel (ASTM A276 Type 304) or 316 SS
4 |UPPER&LOWER SHAFT 473HP, 475 |17-4 PH SS (ASTM A564 Type 630 Condition H1150)
5 |SEAT all Buna-N (ASTM D2000) or EPDM
6 |PACKING all Teflon Composite Fiber (Palmetto No. 1392-H or equiv.)
7 |V-TYPE COMPRESS PACKING all Buna-N (ASTM D2000) or EPDM
8 |[GLAND PLATE all Red Brass (ASTM B62 UNS C83600)
9 [STUDS&NUTS (GLAND) all 304 Stainless Steel (ASTM A276 Type 304)
10 |RETAINING RING SEGMENTS all 316 Stainless Steel (ASTM A743 Gr. CF8M)
11 |STUDS&NUTS (RING) all 304 Stainless Steel (ASTM A276 Type 304)
12 |SHAET PIN 473,473+ [410 Stainless Steel (ASTM A2760 Type 410)

473HP, 475 [17-4 PH SS (ASTM A564 Type 630 Condition H1150)

13 |BEARING all TFE-316 Stainless Steel Backing (TFE/ASTM A240 Type 316)
14 |THRUST COLLAR all 304 Stainless Steel (ASTM A240 Type 304)
15 |SCREWS (THRUST COLLAR) all 304 Stainless Steel (ASTM F594 Gr. 1)

473, 473+ |[410 Stainless Steel (ASTM A240 Type 410)
16 |COVER PLATE (BOTTOM) 473HP, 475 |410 Stainless Steel (ASTM A108)

473, 473+ [304 Stainless Steel (ASTM A193 Gr. B8)
7| BB [COVER FLAITE) 473HP, 475 |18-8 Stainless Steel (ASTM A193 Gr. B8
18 |SEAL-O-RING all Buna-N (ASTM D2000)
20 |KEY all Carbon Steel (ASTM A108 UNS G10180)

K-Flo 47 Series Butterfly Valve, 24"-168"
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K-Flo 47 Series Materials List for 24"-96" FL
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