Dimensional Drawings for K-Flo Series 47 Butterfly Valves, AWWA C504
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SECTION A-A

24 |22 "e| 32 (1872 |8"s 32 |23/a) 3 |58 | 21'a |75he|35"%e| 2V | 7Y2 | 4 |3/4"-7 |29 2|20 13/ 4 |1'/4"-7| 740
30 | 281"/8|383/4|253/8|12 |42 | 3 |35/8| 3/a| 26 |85he|46%3/6|2s |N3a| 4 | 1"-8 | 36 |28|13/a] 6 |1Y4"-7]1650
36 |345/e| 46 |283/a[12 |47/s|3"/e|43/s| 3/a |32°%6|1M3/s|537/e|27he|N3/a| 4 | 1"-8 |423/a|32|15/8] 6 |1'/2"x6|2380
42 |1397he| 53 (30" 12 |6 | 4 | 5 | 1 | 373/ (13|58 7/16|2"e| 32| 4 | 1"-8 | 497236 [15/s) 6 |1'/2"x6|3260
48 |45 /16|59 /2|34 3/2| 15 |6 5/16| 4 |55/8| 1 |43 5h6|1576| 66 [23a| 16 | 4 [1'e"-7| 56 |44 (158 8 |1'2"x6|4490
54 | 5172 |66 /4|40 3/16| 15 |6 '5/16|5 /2|6 3/a|1Y/4 |49 7/16 |18 56|75 6| 3 | 16 | 4 (1'/8"-7|623/a| 44| 2 | 8 [13/4"x5|5970
60 | 575/8| 73 |43 56| 15 |6 '5/16|5 /2|7 /2 |1'/4|55 13/16|213/8| 82"/2|33he| 16 | 4 (1'/s"-7[ 694 |52 | 2 | 8 |[13/4"x5|7550
66 |64 36| 80 47 |18 | 8 6 |73/a|112|61%6 |23 /8| 897/8| 33/ [183/e| 4 |1'/4"-7| 76 |52| 2 | 8 |13/4"x5/9920
72 |169%/16|86 /2| 5116 | 18 | 8's | 6 |8Y2(1"2|67 16| 26 |97 7/6|3°%e6|183s| 4 (1'4"-7| 827260 | 2 | 10 |13/a"x5/12050

FOR SIZES ABOVE 72", PLEASE CONTACT THE FACTORY.

* Flange drilling per ANSI B16.1 Class 125/150 and AWWA Class D/E standard
**Q = min. allowable inside pipe diameter at centered body face to protect disc sealing edge from damage when opening valve
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K-Flo 47 Series Butterfly Valve, 24"-168"

DW-DF-473-DIMS-FLFL250B-r2

Dimensional Drawings, 473, 473+, 473HP
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