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K-Flo 47 Series Butterfly Valve, 24”-168”
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Dimensional Drawings for K-Flo Series 47 Butterfly Valves, AWWA C504
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24 22 11/16 36 20 1/8 12 3 1/2 2 3/4 3 5/8 19 3/8 5 3/8 39 11/32 3 3/4 7 1/2 3/4"-10 32 24 1 5/8 4 1 1/2"-6

30 28 1/8 43 27 1/4 12 5 1/2 3 1/8 3 5/8 3/4 26 8 5/16 50 27/32 3 1/8 11 3/4 1"-8 39 1/4 28 2 6 1 3/4"-5

36 34 5/8 50 30 5/8 12 6 7/8 4 4 3/8 1 31 5/16 9 7/8 61 47/64 3 3/8 16 1 1/8"-7 46 32 2 1/4 6 2"x4 1/2

42 39 7/16 57 32 3/4 12 7 5/16 5 5 1 1/4 36 5/8 12 5/16 62 43/64 3 11/16 16 1 1/8"-7 53 3/4 36 2 1/4 8 2"x4 1/2

48 45 11/16 65 36 3/4 15 8 5 1/2 5 5/8 1 1/4 43 5/16 15 7/8 70 3/4 4 1/16 16 1 1/8"-7 60 3/4 40 2 1/4 8 2"x4 1/2

FLANGE DRILLING Bare
ShaftTOP PLATE  ALL DIMENSIONS ARE IN INCHES

K-Flo Model 475 (Flanged x Flanged, AWWA Class 250B)*
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*  Flange drilling per ANSI B16.1 Class 250 and AWWA Class F Standard.
**Q = min. allowable inside pipe diameter at centered body face to protect disc sealing edge from damage when opening valve
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NOTES:

SERIES 47 FLANGED BY FLANGED END VALVES1.
ARE DESIGNED TO MEET AWWA C504.

FLANGED CONNECTIONS ARE PER ANSI B16.12.
CLASS 250

"Q" DIMENSION IS THE MINIMUM ALLOWABLE PIPE3.
OR FLANGE INSIDE DIAMETER AT THE CENTERED
BODY FACE TO PROTECT THE DISC SEALING EDGE
FROM DAMAGE WHEN OPENING THE VALVE.

VALVE DESIGNED FOR BI-DIRECTIONAL BUBBLE4.
TIGHT SERVICE. FLOW RECOMMENDED IN DIRECTION
SHOWN (SEAT DOWNSTREAM) (AWWA CLASS 250B)

LOCATION OF THREADED HOLES. 5.
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Crispin Valves
X FLANGE AWWA VALVES, BARE 
24" -72" - 475 CLASS 250 FLANGE THE INFORMATION CONTAINED IN THIS

DRAWING IS THE SOLE PROPERTY OF 
CRISPIN VALVES.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF CRISPIN

PROPRIETARY AND CONFIDENTIAL
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ITEM DESCRIPTION MATERIAL
1 KEY CARBON STEEL, ASTM A108

2 UPPER SHAFT 17-4PH SST, ASTM A564 CL. 630
CONDITION H1150

3 GLAND PACKING STUDS 316 SST,ASTM A193-B8M
4 GLAND PACKING NUTS 316 SST, ASTM A193-B8
5 GLAND PLATE BRONZE, ASTM B171
6 SHAFT PACKING SET BUNA-N
7 BODY DUCTILE IRON, ASTM 536 GR. 65-45-12
8 UPPER BUSHING TFE - 316 STAINLESS STEEL BACKING

9 SHAFT PIN 17-4PH SST, ASTM A564 CL. 630
CONDITION H1150

10 DISC DUCTILE IRON, ASTM A536 GR.65-45-12

11 LOWER SHAFT 17-4PH SST, ASTM A564 CL. 630
CONDITION H1150

12 LOWER BUSHING TFE - 316 STAINLESS STEEL BACKING
13 THRUST COLLAR 304 SST, ASTM A276
14 COVER PLATE 410 SST, ASTM A240 
15 COVER PLATE SCREW 304 SST, ASTM A276
16 THRUST COLLAR SCREW 304 SST, ASTM A276
17  COVER PLATE GASKET BONDED FIBER
18 SEAT BUNA-N, D2000
19 RETAINING RING SEGMENT SET 316 SST,ASTM A743 GRADE CF8M
20 SEAT STUD SET 304 SST ASTM F593
21 SEAT NUT SET 304 SST ASTM F594
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24 7-1/2 3/4"-10 32 24 1-5/8 4 1-1/2"-6
30 11-3/4 1"-8 39-14 28 2 6 1-3/4"-5
36 16 1-1/8"-7 46 32 2-1/4 6 2"-4-1/2
42 16 1-1/8"-7 53-3/4 36 2-1/4 8 2"-4-1/2
48 16 1-1/8"-7 60-3/4 40 2-1/4 8 2"-4-1/2

TOP PLATE FLANGE DRILLING

SIZE

SIZE A B C D F G L M Q R T U
24 22-11/16 36 20-1/8 12 3-1/2 2-3/4 3 5/8 19-3/8 5-3/8 39-11/32 3-3/4
30 28-1/8 43 27-1/4 12 5-1/2 3-1/8 3-5/8 3/4 26 8-5/16 50-27/32 3-1/8
36 34-5/8 50 30-5/8 12 6-7/8 4 4-3/8 1 31-5/16 9-7/8 61-47/64 3-3/8
42 39-7/16 57 32-3/4 12 7-5/16 5 5 1-1/4 36-5/8 12-5/16 62-43/64 3-11/16
48 45-11/16 65 36-3/4 15 8 5-1/2 5-5/8 1-1/4 43-5/16 15-7/8 70-51/16 4-1/16

VALVE DIMENSIONS


