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1. INLET SIZE: 8", CLASS 150 FLANGE
OUTLET SIZE: 8" CLASS 150 FLANGE

2. APPROXIMATE WEIGHT: 140 Ibs.

3. ADD .2 TO MODEL NUMBER FOR STAINLESS STEEL INTERNALS

4. ADD .R TO MODEL NUMBER FOR RESILIENT SEAT

5. (¥) PARTS ARE INTERCHANGABLE AT CUSTOMERS REQUEST

PARTS LIST
PART_NO.[DWG. NO.| DESCRIPTION MATERIAL QTY.
1| 808-1F BODY DUCTILE IRON 1
*2 | 808-2 | SEAT RING BRONZE 1
*2R | 808—2R | RESILIENT SEAT | BUNA—N & BRONZE | |
3 | 808-3 DISC BRONZE 1
4 | 808-4 SPRING STAINLESS STEEL | 1
5 | 808-5 BUSHING BRONZE 1
6 | 303-6 SCREW STAINLESS STEEL | 2
808-30 SHAFT BRONZE 1
FLANGE DATA
FLANGE DIAMETER 13.50 in.
FLANGE THICKNESS 112 in.
BOLT CIRCLE DIAMETER | 11.75 in.
NUMBER OF BOLT HOLES 8
BOLT HOLE DIAMETER | 0.88 in.
NOTES:
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