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PARTS LIST

PART NO.[ DWG. NO. DESCRIPTION MATERIAL QTy.
1 69—1F BODY A126 CL. B CAST IRON 1
2 69-2 COVER A126 CL. B CAST IRON 1
3 69-3 DISC_ARM A536 GR.65—45-12 DUCTILE IRON | 1
4 69-4 BODY SEAT B148, UNS C95400, BRONZE 1
5 69-5 DISC A536 GR.65—-45-12 DUCTILE IRON | 1
6 69-6 DISC SEAT D2000 BUNA-N RUBBER 1
7 69-7 SEAT RETAINER | A240 TYPE 316 STAINLESS STEEL | 1
8 3—11SSP__ [ SEAT RETAINING BOLT [ A193 TYPE 316 STAINLESS STEEL | 8
9 69-9 SEAT RETAINER SET SCREW [ A193 TYPE 316 STAINLESS STEEL | 8
10 [AS 568A—455| SEAT O—RING D2000 BUNA-N RUBBER 1
1 69-11 DISC PIN A276 TYPE 316 STAINLESS STEEL | 2
12 69-12 DISC ARM SLEEVE| A276 TYPE 316 STAINLESS STEEL [ 2
13 606-8 DISC PIN RETANING RING | PH 15-7 MO STAINLESS STEEL 4
14 69-14 DISC SLEEVE A276 TYPE 316 STAINLESS STEEL | 4
15  [69-15-LWOC| PIVOT SHAFT A564 17-4PH STAINLESS STEEL 1
16 69-16  R.H. END CAP BUSHING BS05, UNS C95400, AL—BRONZE | 1
17 69—17  [LH. END CAP BUSHING] B505, UNS C95400, AL-BRONZE | 1
18 69-20 END CAP FLANGE A126 CL. B CAST IRON 2
19 69-18 PIVOT BUSHING [ BS05, UNS C95400, AL-BRONZE | 2
20 69-19 DISC_STOP A276 TYPE 316 STAINLESS STEEL | 1
21 36—A2-11 | DISC STOP NUT [ A194 TYPE 316 STAINLESS STEEL | 1
22 |AS 568A-333] INT. O—RING D2000 BUNA-N RUBBER 4
23 |AS 568A-338 EXT. O—RING D2000 BUNA-N RUBBER 2
24 69-22 DISC SET SCREW | A193 TYPE 316 STAINLESS STEEL | 2
25 69-23 PIVOT KEY A276 TYPE 316 STAINLESS STEEL | 1
26 69-24 COVER GASKET KLINGER-SIL C-4401 1
27 69-26 COVER BOLT A307 GR.B STEEL 16
28 202-11 END CAP BOLT A307 GR.B STEEL 8
29 36-33 PLUG A126 CL. B CAST IRON 2
32 69-32 LEVER ASSEMBLY STEEL 2
35 0C12 OIL_CUSHION  |COMMERCIAL STEEL (NFPA STANDARDS)| 1

FLANGE DATA

FLANGE DIAMETER | 19.00 in.

FLANGE THICKNESS 1.25 in.

BOLT CIRCLE DIAMETER | 17.00 in.

NUMBER OF BOLT HOLES

BOLT HOLE DIAMETER | 1.00 in.

DISC PIN DETAIL
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END_CAP DETAIL

SCALE: 0.25 = 1.00

NOTES:

1. INLET SIZE: 127, CLASS 125 ANSI B16.1 FLANGED
OUTLET SIZE: 12", CLASS 125 ANS| B16.1 FLANGED

2. APPROXIMATE WEIGHT: 1,200 Ibs.

3. MAX. OPERATING PRESSURE: 200 PSIG

4. VALVE WILL BE COATED INTERNALLY AND EXTERNALLY
WITH TNEMEC SERIES 140 POTA-POX PLUS EPOXY

Crispin Valves

12" CLASS 125, SWING CHECK VALVE
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