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PARTS LIST

PART NO.| DWG. NO. DESCRIPTION MATERIAL A
74-1F BODY A126 CL_B CAST IRON 1
74-2F COVER A126 CL_B CAST IRON 1
3 74- DISC_ARM A536_GR.65—45-12 DUCTILE IRON| 1 |
4 744 BODY_SEAT A240 TYPE 316 STAINLESS STEEL| 1 |
E = DISC A538 GR.65—45-12 DUCTILE IRON| 1
74— DISC_SEAT D2000 BUNA-N RUBBER __ | 1 |
7 74— SEAT_RETAINER A240 TYPE 316 STAINLESS STEEL| 1 |
E 36-A4—10 | SEAT RETANING BOLT | A193 TYPE 318 STAINLESS STEEL| 12 |
69—9 [SEAT RETAINER SET SCREW|A193 TYPE 316 STAINLESS STEEL| 12 |
10__|AS 568A—474] SEAT 0-RING D2000 BUNA—N RUBBER | 1 |
n 7411 DISC PIN A276 TYPE 316 STAINLESS STEEL| 2 |
12 74-12 DISC ARM SLEEVE | A276 TYPE 316 STAINLESS STEEL| 2 |
13 808-8 | DISC PIN RETAINING RING | AS64 17—7PH STAINLESS STEEL | 4 |
14 7314 DISC SLEEVE A276 TYPE 316 STANLESS STEEL| 4 |
15 | 74-15A-W PIVOT_SHAFT AS64_17—7PH_STAINLESS STEEL | 1 |
158 74—158 PIVOT SHAFT RING | A276 TYPE 316 STAINLESS STEEL| 1 |
15C PIN5X4 PIVOT_SHAFT PIN TYPE 316 STAINLESS STEEL | 1
6 74—16 | RH. END CAP BUSHING | B505, UNS C95400, AL—BRONZE | 1 |
7 7¢=17 | LH. END CAP BUSHING | B505, UNS C95400, AL—BRONZE
8 742 END CAP FLANGE A126 CL_B CAST IRON
19 741 PIVOT_BUSHING B505, UNS_C85400, AL—BRONZE | 2 |
20 741 DISC_STOP A193 TYPE 316 STAINLESS STEEL| 1 |
21 72-18A DISC_STOP_NUT 'A194 TYPE 316 STANLESS STEEL| 1 |
22 |AS 568A-337 INT. O—RING D2000 BUNA-N RUBBER 4
23 |AS 568A—346| EXT. O—RING D2000 BUNA-N RUBBER | 2 |
24| SHSS.63%.75 DISC SET_SCREW A183 TYPE 316 STANLESS STEEL| 2 |
25 74-23 PIVOT_KEY 'A276 TYPE 316 STAINLESS STEEL| 1 |
26 74-24 COVER GASKET KLNGER—SIL_C4401 1]
27 74-26 COVER_BOLT A307 GR.B STEEL 28]
28 100-13 END CAP BOLT A193 TYPE 316 STAINLESS STEEL| 8 |
29 36-33 PLUG A126 CL_B CAST IRON 2
32 74-32 LEVER ASSEMBLY STEEL 2
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DIAMETER OF BOLT CIRCLE
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NUMBER OF BOLTS

140 POTA-POX PLUS EPOXY

Crispin Valves

24" CLASS 125 SWING CHECK
VALVE W/ LEVER AND WEIGHT

DUF EE

|- o
SWC241-LW

[T

DUF 1-8-0fs0us o2 = 120]




