[=— 10.88 in. 56.00in.

39.12in.

29.88 in.

f
:

PARTS LIST

[PART NOJ_OWG. MO DESCRPTION MATERI .
75-1FH | BODY, GLASS 125 'A126 CLASS B CAST IRON
75-2FH COVER_FLANGE A126 CLASS B CAST IRON | 1 |
75-3 DISC_ARM 'AS38 GR.85—45-12 DUCTILE IRON| 1 |
A | SHSS750KTS0| DISC SET SCREW | ATG3 TYPE 316 STANLESS STEEL | 2 |
75-4 BODY SEAT B143, UNS CO5400 BRONZE__ | 1 |
753 DISC A536_GR 65-45-12 DUCTILE IRON| 1 |
75+ DISC_SEAT 02000 BUNA-N RUBBER | 1 |
75 SEAT RETANER | A240 TYPE 316 STANLESS SIEEL | 1 |
60-13 | SEAT RETANING BOLT | A13 TYPE 316 STANLESS STEEL | 12
SHSSIGX625|  SEAT SET SCREW | A1G3 TYPE 316 SIAINLESS STEEL
i 75-4h SEAT O-RING 02000 BUNA-N_RUBBER
AZ76 TYPE 316 SIAINLESS STEEL

A511 TYPE 316 STAINLESS STEEL
PH 15-7 MO STANLESS STEEL
AS11 TYPE 316 STAINLESS STEEL

AS82 TYPE 303 STAINLESS STEEL

A193 TYPE 316 STAINLESS STEEL
AS82 TYPE 303 STAINLESS STEEL
B50S, UNS C95400, BRONZE
B505, UNS C95400, BRONZE

BS505, UNS C95400, BRONZE

A276 TYPE 316 STAINLESS STEEL
A194 TYPE 316 STAINLESS STEEL
A126 CLASS B CAST IRON
02000 BUNA-N RUBBER
02000 BUNA-N RUBBER
A276 TYPE 316 STAINLESS STEEL
KLINGER-SIL C4401
A307 GRADE B STEEL
A307 GRADE B STEEL 32

A126 CLASS B CAST IRON

NOTES:

1. APPROXIMATE WEIGHT: 11000 LBS.

2. MAXIMUM WORKING PRESSURE: 150 PSIG

3. VALVE WILL BE COATED INTERNALLY AND EXTERNALLY
WITH TNEMEC SERES 140 POTA-POX PLUS.

R Crispin Valves

30" CLASS 125 SWING CHECK VALVE

™| W/ LEVER, WEIGHT & BOTTOM BUFFER
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